The intended use for this Cut Sheet is to communicate the spatial requirements as well as the basic architectural, electrical, structural, and mechanical requirements for this piece of imaging equipment. The information provided in this document is for reference only, during the pre-planning stage, and therefore does not contain any site specific detailed requirements. This information is subject to change without notice. Federal, state and/or local requirements may impact the final placement of the components. It is the customer’s responsibility to ensure that the final layout and placement of the equipment complies with all applicable requirements.
TYPICAL ROOM PLAN

SCALE: 1/8" = 1'-0"

FOR REFERENCE ONLY, NOT FOR CONSTRUCTION.
# Somatom Go.UP Specifications

## Equipment Legend

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
<th>SMS Sym</th>
<th>Weight (Lbs)</th>
<th>BTU/HR to Air</th>
<th>Dimensions (Inches)</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Operating Console (Option)</td>
<td>☓</td>
<td>79.5</td>
<td>**</td>
<td>47 1/4 36 5/8 29 3/4</td>
<td>1200mm</td>
</tr>
<tr>
<td>2</td>
<td>19&quot; Flat Screen Control Monitor, Keyboard and Control Device</td>
<td>☓</td>
<td>20</td>
<td>---</td>
<td>16 9/16 8 1/4 16 1/16</td>
<td>ON CONSOLE/COUNTER</td>
</tr>
<tr>
<td>3</td>
<td>Somatom Go.UP Gantry with Injector Arm (Option)</td>
<td>☓</td>
<td>2,818</td>
<td>17,743</td>
<td>87 1/8 32 3/4 79</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Patent Table - Vario</td>
<td>☓</td>
<td>853</td>
<td>*</td>
<td>97 1/16 25 5/8 21 13/16</td>
<td>MAX. HEIGHT 38&quot;</td>
</tr>
<tr>
<td>5</td>
<td>Wireless Access Point (Option)</td>
<td>☓</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>HEIGHT OFF FF: &gt; 6'-6 3/4&quot;</td>
</tr>
<tr>
<td>6</td>
<td>Eaton Surge Protective Device Panel (Option)</td>
<td>☓</td>
<td>13.5</td>
<td>---</td>
<td>7 1/2 6 11/16 12</td>
<td>WALL MOUNTED</td>
</tr>
<tr>
<td>7</td>
<td>Medrad Display Control Unit/Base Unit (Option)</td>
<td>☓</td>
<td>---</td>
<td>---</td>
<td>---</td>
<td>HEIGHT WITH SCREEN UP</td>
</tr>
<tr>
<td>8</td>
<td>Gantry Mount Medrad Injector (Option)</td>
<td>☓</td>
<td>---</td>
<td>---</td>
<td>---</td>
<td>SEE MFG SPECIFICATIONS</td>
</tr>
</tbody>
</table>

## Finished Room Height

<table>
<thead>
<tr>
<th>For CT Gantry Only</th>
<th>Minimum 6'-10 11/16&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>For CT Gantry with Gantry Arm</td>
<td>Minimum 7'-6 9/16&quot;</td>
</tr>
</tbody>
</table>

## Remote System Diagnostics

Siemens Remote Services (SRS) requires a connection between the SRS remote server and Siemens systems via remote local area network access. To ensure the uptime of your system, a customer VPN capable firewall or other VPN appliance is preferred.
TRANSPORT AND DELIVERY NOTES

TOTAL GANTRY TRANSPORT WEIGHT: 3,235 LBS.
GANTRY WITHOUT TRANSPORT DEVICE: 2,818 LBS.
TRANSPORT DEVICE: 417 LBS.

NORMAL TRANSPORT REQUIREMENTS:
During the movement of the gantry through corridors, the transport casters are swiveled out for stability as shown below. The maximum width is 5'-4 1/4" and the maximum length is 9'-0 1/4" when casters are swiveled out.

NARROW SPACE TRANSPORT REQUIREMENTS:
When transporting the gantry through a narrow space or doorway, the transport casters are swiveled in as shown below. The maximum width is 3'-6" and the maximum length is 11'-3 3/4". The gantry can fit through a 3'-3 3/8" opening when the transport adapter is removed.

POWER REQUIREMENTS

<table>
<thead>
<tr>
<th>SYSTEM</th>
<th>SUPPLY VOLTAGE (VOLS)</th>
<th>POWER CONSUMPTION (kVA)</th>
<th>SUPPLY IMPEDANCE (mΩ)</th>
<th>MAIN CIRCUIT BREAKER (AMPS)</th>
</tr>
</thead>
<tbody>
<tr>
<td>GANTRY WITH PATIENT TABLE</td>
<td>480/277Y ±10%</td>
<td>SEE BELOW</td>
<td>≤ 400</td>
<td>80</td>
</tr>
</tbody>
</table>

POWER CONSUMPTION OF GANTRY WITH PATIENT TABLE:
- Operating for 6 SEC. ≤ 50 kVA
- Operating for 10 SEC. ≤ 44 kVA
- Operating for 30 SEC. ≤ 37 kVA
- Operating for 50 SEC. ≤ 31 kVA
- Operating for 100 SEC. ≤ 22 kVA
- Stand-by ≤ 2 kVA

If an on-site transformer is required to obtain CT operating voltage, it must be of sufficient capacity and characteristics to maintain supply voltage and impedance requirements (transformer and conductors). Do not connect any external users to the CT power lines.

The examination room should be equipped with at least one emergency power off (Panic) button.

CASEWORK & ACCESSORY NOTES

1. All casework is either existing or is to be designed, detailed, furnished and installed by the customer and/or contractor, follow design recommendations included herewith, as they are essential for the successful installation & operation of the Siemens equipment.
2. The sound system and intercom between the examination and control rooms are to be located, furnished and installed by the customer/contractor.
3. All furniture (chairs, etc.) for the control room are to be provided by the customer.
**SIEMENS**

**SOMATOM GO.UP**

**SPECIFICATIONS**

---

**RADIATION SCATTER**

**INCHES**

<table>
<thead>
<tr>
<th>Inches</th>
<th>Values</th>
</tr>
</thead>
<tbody>
<tr>
<td>59.1</td>
<td>0.013</td>
</tr>
<tr>
<td>39.4</td>
<td>0.021</td>
</tr>
<tr>
<td>19.7</td>
<td>0.043</td>
</tr>
<tr>
<td>0</td>
<td>0.048</td>
</tr>
<tr>
<td>-19.7</td>
<td>0.043</td>
</tr>
<tr>
<td>-78.7</td>
<td>0.013</td>
</tr>
</tbody>
</table>

**SOMATOM GO.UP**

**VERTICAL LOCAL DOSE DISTRIBUTION**

**MEASUREMENT IN uGy/1 mAs**

**SCALE 1/4”=1”-0”**

**THE MEASUREMENT WAS TAKEN AT THE MAXIMUM SLICE THICKNESS OF 32 x 0.7 mm LARGE AT 130 kv IN THE VERTICAL PLANE THROUGH THE SYSTEM AXIS. THE PHANTOM USED WAS A CYLINDRICAL PMMA PHANTOM WITH A DIAMETER OF 32 CM AND 15 CM IN LENGTH. THE PHANTOM WAS CENTERED IN THE TOMOGRAPHIC PLANE.**

---

**ENVIRONMENTAL CONDITIONS**

**AIR TEMPERATURE**

MINIMUM 64.4°F TO 86°F MAXIMUM

**RELATIVE HUMIDITY**

20% TO 75%

**ABSOLUTE HUMIDITY**

MAXIMUM 30 G/M³

(NO CONDENSATION AT ANY TIME)

**TEMPERATURE GRADIENT**

MAXIMUM 6 KELVIN PER HOUR

**BAROMETRIC PRESSURE**

11.6 TO 15.4 PSI

**INSTALLATION ALTITUDE**

MAXIMUM 6562 FT. A.S.L.

**EXTERIOR AIR VENTS SHOULD BE EQUIPPED WITH A FILTRATION SYSTEM OF THE FILTER CLASS MERV 8 TO FILTER DUST PARTICLES >10 µm.**

**THE ROOM AIR SHOULD BE PROTECTED AGAINST CONTAMINATION BY HYDROGEN SULPHIDE, EVEN IN SMALL AMOUNTS. IF A DANGER OF SUCH CONTAMINATION EXISTS, CORRECTIVE ACTIONS HAVE TO BE TAKEN. E.G., EXTRACTOR FANS, SIPHON, MODIFICATION OF VENTILATION INTAKE, ETC.**

**NO SUNSHINE DIRECTLY ON GANTRY, INSULATION HAS TO BE APPLIED TO WINDOW (EX. CURTAIN).**

---

**FOR MORE INFORMATION**

FOR MORE DETAILED PLANNING REQUIREMENTS FOR THIS SYSTEM, SEE THE TYPICAL FINAL DRAWING SET NUMBER: 17062